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Element Specifications Features 

Basic System   

Element (MRP) 

 
 
 

 

 
 

Platform (MBU): 
Size: 21W x 12H x 30L 
inches (533 x 304 x 762 
mm) 
Weight : 40 Lb  (18 kg). 
Batteries : 12 VDC NiMH 
(4 Rechargeable Packs) 
Operating Time : 6 -10 hrs. 
Payload Area: 
216 in2  (1394 cm2 ) 
Payload Capacity : 125 Lb 
(57 kg). 
Towing Capacity : 225 Lb 
(102 kg). 
Fording Depth : 6 in (152 
mm). 
Ground Clearance : 3 In 
(76 mm). 
Zero Turn Radius 
Climbs 50° Stairs 
2-48VDC Motors with 
Encoders  

�
 

 
Standard Payload Interface Mount 
 
Extended Length Track Packs are 
Available  
 
All-Weather Operation 
 
Single Serial Port For Plug-In Control 
 
 

Support/Training:   

Operation and Maintenance Manual; Six month Warranty; Factory Service, Maintenance, and Spare Parts 

 
Options / Attachments 
Battery Charging Unit 

 
 

Voltage Input Range :  
90 - 240 VAC, 48 to 62 Hz, 
or 22 to 32 VDC 
 
Weight:  20 Lb (9 kg). 

Charges 10 NiMH Battery Packs 
Simultaneously 
Charge Time: 2 hrs on Fully Depleted 
Batteries 
Auto Trickle Charge 
NATO Cable Available 
Designed Specifically for Mesa 
NiMH Batteries 

Payload Equipment Mount 

 

Weight : 10 Lb (4.5 kg). 

Power: 12 VDC 

Mount for Sensors, Lights, Cameras, 
Tactical Tools, and Non-Lethal 
Weapons 

Utilizes Power from MBU or Separate 
Add-on Battery Packs 

 


